Relocate geyser to outside wall
and cover with de-mountable
stainless steel box. Touch up
ceiling slab with white paint
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Install white cable trays below all visible
services, except for fire sprinkler pipes.
Paint ceiling slab white

Remove existing ceiling. Install white
cable trays below all visible services,
except for fire sprinkler pipes. Paint

ceiling slab white

600x600 drop in ceiling tile installed
@ 100mm from soffit

600x600 drop in LED lights
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Install white cable trays below all visible
services, except for fire sprinkler pipes.
Touch up with white paint where needed
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Install white cable trays below all visible
services, except for fire sprinkler pipes.
Touch up with white paint where needed

4 N

Lence

INTERIORS

GENERAL NOTES

1. ONLY FIGURED DIMENSIONS TO BE USED. NO
SCALING OF DRAWINGS PERMITTED.

ANY DISCREPANCY FOUND IS TO BE
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FOR CLARIFICATION.
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VERIFIED ON SITE PRIOR TO
COMMENCEMENT OF WORK.
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IS

LAWS.

COPYRIGHT RESERVED BY AUTHORS.

ALL MATERIALS SPECIFIED BY TRADE NAMES
ARE TO BE SORTED AND FIXED, ERECTED
OR LAID IN ACCORDANCE TO THE
MANUFACTURER'S SPECIFICATIONS. /
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